
SARIS
Tipper

The trailer for  
the professional   

 Backwards Tipper
 3-way Tipper   



Unique features of the SARIS Tipper:
 Unload cargo in an instant

 Easy to transport machines/vehicles thanks to the drive-on ramp option

	 Concealed	lashing	points	with	sound-absorbing	rubber	for	flat	loading

 Safe to drive thanks to the 800 daN lashing points, net hooks and rope hooks

 Tridem version for stability and heavy loads

 Welded completely by robots with hot-dip galvanised chassis

 Easy to load thanks to 4 collapsible and removable walls

 High versatility with ample options & accessories

 Available with a large load capacity of up to nearly 3000kg

 Very wide range of choices

	 Sleek	and	robust	black	edition	model	(panels,	floor	and	rims)

 A range of convenient electric controls to choose from

	 Can	be	fitted	entirely	with	LEDs

 Extremely robust self-closing cage

	 Lowered	standard	design

 Proven quality thanks to computer, practical, test track and laboratory 

 endurance tests.

 Optional leaf springs for extra heavy loads

 SARIS Safety drive-on ramps with lock function help avoid dangerous 

 ramp situations. Also with convenient handles

The SARIS Tipper is ideal for larger, heavier jobs.  
From construction, demolition and garden waste, to sand, 
stones and machines - there is no task too difficult for this 
all-rounder. Loading goods is easy thanks to its large, flat 
loading surface and collapsible and removable side walls. 
The electric tipping option of this trailer makes unloading 
bulk materials a breeze. With aluminium walls and steel 
floors all around, your SARIS Tipper can be cleaned in no 
time, making it a powerful partner in your everyday work. 

The SARIS Tipper trailer has been specially developed and 
tested for use by skilled professionals. The one-piece top 
frame completely welded by robots makes it indestructible.
Thanks to the unique features offered by the options and 
accessories, the SARIS tipper trailer is suitable  for any 
purpose and user.
Professionals can rely on the SARIS Tipper to keep them 
working day in and day out.

The professional 
all-rounder 

SARIS 3-way Tipper K3 406 204 3500 3B E
with high frontrack, safety ramps integrated and propstands

* See www.saris.net for the promotion conditions.

YEAR
WARRANTY!



SARIS Backwards Tipper
K1 276 150 2700 2 
with Leaves rack 

1 2

The SARIS K1 Backwards  
Tipper comes with following  
equipment as standard:

5 6
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SARIS K1   
Backwards Tipper

1  Lowered	loading	floor   

2  Full	welded	frame	(Sleeve	profile)  

3  More than 200 robot weldings   

4  Full bath galvanized chassis  

5  High strength aluminium sides   

6  Aluminium sides with pk-fasteners   

7  Super heavy nosewheel   

8  Anti-noise hooks 800 daN  

9  Chassis resting on rubbers makes silent  

10  Rope-hooks 

11  Mesh hooks on hinge
12  Steel	plate	on	wooden	floor   

107 8 11 126
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Toleranties
NEN-ISO 2768 Klasse:  c
Oppervlakteruwheid 
NEN-EN-ISO 1302

SARIS AANHANGERS B.V.
Hapert-Nederland
Tel.:0497-385618

Schaal:
Get.:
Gecontr.:

 Datum
H. van Hemert
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K1 406 204 3500 2

Technical data K1 256 150 
1500 1

K1 276 150 
1500 1

K1 276 150 
2000 2

K1 276 150 
2700 2

K1 276 170 
2000 2

K1 276 170 
2700 2

K1 306 170 
2000 2

K1 306 170 
2700 2

K1 306 170 
3500 2 E

K1 306 184 
2700 2

K1 306 184 
3500 2 E

Length (A) (cm) 256 276 276 276 276 276 306 306 306 306 306

Width (B) (cm) 150 150 150 150 170 170 170 170 170 184 184

Height sides (C) (cm) 30 30 30 30 30 30 30 30 30 30 30

Loading floor height (D) cm) 67 67 66 67 66 66 66 66 68 66 68

Total length (E) (cm) 391 401 401 399 439 437 451 449 453 475 479

Total width (F) (cm) 156 156 156 156 176 176 176 176 176 190 190

Total Weight (kg)* 1500 1500 2000 2700 2000 2700 2000 2700 3500 2700 3500

Own weight (kg) 438 452 525 537 571 573 594 597 707 627 732

Loading capacity (kg) 1062 1048 1475 2163 1429 2127 1406 2103 2793 2073 2768

Tyre size 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C

Single / Double / Tridem axle Single Single Double Double Double Double Double Double Double Double Double

T-shaped / V-shaped tow bar V V V V V V V V V V V

Braked / unbraked Braked Braked Braked Braked Braked Braked Braked Braked Braked Braked Braked

Tipping Backwards Backwards Backwards Backwards Backwards Backwards Backwards Backwards Backwards Backwards Backwards

Manual / Electric Manual Manual Manual Manual Manual Manual Manual Manual Electric Manual Electric

Leaf springs (shock absorbers incl.) - - - - - - - - - - -

Technical data K1 356 170 
2700 2

K1 356 170 
3500 2 E

K1 356 184 
2700 2

K1 356 184 
3500 2 E

K1 406 204 
3500 2 E

K1 406 204 
3500 3B E

Length (A) (cm) 356 356 356 356 406 406

Width (B) (cm) 170 170 184 184 204 204

Height sides (C) (cm) 35 35 35 35 35 35

Loading floor height (D) cm) 75 75 75 75 73 76

Total length (E) (cm) 513 516 513 518 566 564

Total width (F) (cm) 176 176 190 190 221 221

Total Weight (kg)* 2700 3500 2700 3500 3500 3500

Own weight (kg) 750 855 765 870 955 1122

Loading capacity (kg) 1950 2645 1935 2630 2545 2378

Tyre size 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C

Single / Double / Tridem axle Double Double Double Double Double Tridem

T-shaped / V-shaped tow bar V V V V V V

Braked / unbraked Braked Braked Braked Braked Braked Braked

Tipping Backwards Backwards Backwards Backwards Backwards Backwards

Manual / Electric Manual Electric Manual Electric Electric Electric

Leaf springs (shock absorbers incl.) - Optional - Optional Optional Standard

* Can be set to lower gross trailer weight rating. * Can be set to lower gross trailer weight rating.

Choose the SARIS | K1 
Backwards Tipper 
that fits you!
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Toleranties
NEN-ISO 2768 Klasse:  c
Oppervlakteruwheid 
NEN-EN-ISO 1302

SARIS AANHANGERS B.V.
Hapert-Nederland
Tel.:0497-385618

Schaal:
Get.:
Gecontr.:

 Datum
H. van Hemert
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Toleranties
NEN-ISO 2768 Klasse:  c
Oppervlakteruwheid 
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SARIS AANHANGERS B.V.
Hapert-Nederland
Tel.:0497-385618
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K1 276 150 2000 2

SARIS Backwards Tipper
K1 276 150 2000 2

SARIS Backwards Tipper
K1 406 204 3500 2

SARIS Backwards Tipper
K1 406 204 3500 2

SARIS Backwards Tipper
K1 276 150 1500 1



SARIS 3-way Tipper
K3 356 184 3500 2 E
Black Edition

1 2

The SARIS K3 3-way Tipper 
comes with following  
equipment as standard:

5

6
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10 11

SARIS K3   
3-way Tipper

1  Lowered	loading	floor   

2  Full	welded	frame	(Sleeve	profile)  

3  More than 200 robot weldings   

4  Full bath galvanized chassis  

5  High strength aluminium sides   

6  Aluminium sides with pk-fasteners   

7  Super heavy nosewheel   

8  Anti-noise hooks 800 daN  

9  Chassis resting on rubbers makes silent  

10  Rope-hooks 

11  Mesh hooks on hinge
12  Steel	plate	on	wooden	floor 

107 8 11 126



Technical data K3 276 170 
2000 2

K3 276 170 
2700 2

K3 306 170  
2700 2 

K3 306 170  
3500 2 E

K3 306 184 
2700 2

K3 306 184  
3500 2 E

K3 356 184 
2700 2

K3 356 184 
3500 2 E

K3 406 204  
3500 2 E

K3 406 204 
3500 3B E

Length (A) (cm) 276 276 306 306 306 306 356 356 406 406

Width (B) (cm) 170 170 170 170 184 184 184 184 204 204

Height sides (C) (cm) 30 30 30 30 30 30 35 35 35 35

Loading floor height (D) cm) 75 75 75 75 75 75 75 75 73 76

Total length (E) (cm) 433 432 462 466 461 465 512 517 565 563

Total width (F) (cm) 176 176 176 176 190 190 190 190 221 221

Total Weight (kg)* 2000 2700 2700 3500 2700 3500 2700 3500 3500 3500

Own weight (kg) 653 660 680 780 705 805 768 872 973 1140

Loading capacity (kg) 1347 2040 2020 2720 1995 2695 1932 2628 2527 2360

Tyre size 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C

Single / Double / Tridem axle Double Double Double Double Double Double Double Double Double Tridem

T-shaped / V-shaped tow bar V V V V V V V V V V

Braked / unbraked Braked Braked Braked Braked Braked Braked Braked Braked Braked Braked

Tipping 3-way 3-way 3-way 3-way 3-way 3-way 3-way 3-way 3-way 3-way 

Manual / Electric Manual Manual Manual Electric Manual Electric Manual Electric Electric Electric

Leaf springs (shock absorbers incl.) - - - - - - - Optional Optional Standard

* Can be set to lower gross trailer weight rating.

Choose the SARIS | K3 
3-way Tipper 
that fits you!
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SARIS 3-way Tipper K3 406 204 3500 3B E
with high frontrack, safety ramps integrated and propstands

SARIS 3-way Tipper
K3 356 184 3500 2 E

SARIS 3-way Tipper
K3 306 170 2700 2

SARIS 3-way Tipper
K3 406 204 3500 3B E

Black Edition

SARIS 3-way Tipper
K3 406 204 3500 3 E



* All options are exworks and available for multiple models. Ask your dealership for all possibilities.

Options*

Build your trailer online!
Go to: www.saris.net

1  Black	Edition	(black	floor,	black	wheels,	black	sides) 

2  Double	hinged	tailboard
3  Sides 35 cm standard from 3.5 m length
4  Sides 35 cm standard from 3.5 m length Black Edition
5  Prepared for SARIS Safety ramps
6  SARIS Safety ramps integrated
7  Electric control
8  Emergency manual pump
9  Remote control

10  Bluetooth remote control with app
11  Prop stands
12  Shock	absorbers	(per	axle)
13  Spare wheel incl. clamp
14  Fully	LED-lighting
15  Leaf	springs	at	3500	kg	total	weight	

	 (shock	absorbers	included)

21 3 4

7 10 1411 136

9

158



** Accessories are supplied separately / unassembled and several models are available. Ask your dealer for the possibilities.

Accessoires**

1  Trailer	net	(large	meshes)
2  High frontrack
3  Flat	vinyl	cover	(light	grey)
4  High	vinyl	cover	(light	grey) 

5  Frame for vinyl cover
6  Leaves	rack
7  Leaves	rack	net	(small	meshes)
8  SARIS	Safety	ramp	Long
9  30 cm set-up sides with pk-fasteners

10  30 cm set-up sides Black Edition with pk-fasteners
11  Battery charger
12  Spare wheel incl. clamp
13  Security lock

1 2

4 13

Keep your trailer in top condition. 
Read more about our Service and Warranty  
on www.saris.net

Build your trailer online!
Go to: www.saris.net

6
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Works for you
Your SARIS dealer:Craftsmanship

SARIS trailers are built by craftspeople,
for craftspeople. It all starts with a
carefully considered design, developed
through sophisticated detailing to deliver
visual appeal. We only use the best  
materials and produce high-quality  
products using certified processes.
SARIS trailers are built to help you  
move mountains.

Commitment

Commitment is embedded in every
part of the production process of our
trailers. We are continuously working
on further improving our trailers,  
based on experience, expertise and 
craftsmanship. Reliable products, built 
by a reliable company. That has been a 
key part of our culture for over 60 years
- leading to top quality products and
clear agreements with our customers
and suppliers.

Cooperation

SARIS builds trailers and aims for 
longterm relationships with suppliers, 
dealers and end-users. We listen to 
these partners and we trust them. 
This cooperation leads to innovative 
products which support the businesses 
of our partners. SARIS focusses on 
customers and dealers, who can always 
count on the best service and quality.


